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SEPIOLITE – INDUSTRIAL GRADE 

 
Chemical Analysis 

SiO2 43.11% 

Al2O3 0.55% 

Fe2O3 0.43% 

CaO 10.08% 

MgO 22.99% 

K₂O 0.13% 

SO₃ 0.03% 

SrO 0.12% 

L.O.I 22.57% 

 

Physical Properties 

*Water Absorption (%) 172.41 

Pile Density (gr/lt) 563 

Colour Pinkish 

  

Viscocity (CP)  

600 rpm (1. Day) 6 

600 rpm (2. Day) 8 

300 rpm (1. Day) 3 

300 rpm (2. Day) 5 

  

PH 

pH (1. Day) 9.34 

pH (2. Day) 9.04 

 
 
 
 
 
 
 
 

TE
C

H
N

IC
A

L 
SP

EC
IF

IC
A

TI
O

N
S 

 

mailto:madkim@madkim.com.tr
http://www.madkim.com.tr/


 
 

from source to industry… 
 

Erenköy Mah. Yesari Asim Arsoy Sok. No: 4 D:36, 34738 Kadıköy -Istanbul /Turkey 
Tel: +90 216 368 23 27/121 Dir.+90 216 411 18 83 Fax: +90 216 368 07 29 
E-mail: madkim@madkim.com.tr Web: www.madkim.com.tr  

 
 

 
 
 
 

XRD Diagram 
 

 
 

*Water Absorption analysis method: Westinghouse 
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